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49 CFR Ch. I (10–1–99 Edition)§ 192.457

§ 192.457 External corrosion control:
Buried or submerged pipelines in-
stalled before August 1, 1971.

(a) Except for buried piping at com-
pressor, regulator, and measuring sta-
tions, each buried or submerged trans-
mission line installed before August 1,
1971, that has an effective external
coating must be cathodically protected
along the entire area that is effectively
coated, in accordance with this sub-
part. For the purposes of this subpart,
a pipeline does not have an effective
external coating if its cathodic protec-
tion current requirements are substan-
tially the same as if it were bare. The
operator shall make tests to determine
the cathodic protection current re-
quirements.

(b) Except for cast iron or ductile
iron, each of the following buried or
submerged pipelines installed before
August 1, 1971, must be cathodically
protected in accordance with this sub-
part in areas in which active corrosion
is found:

(1) Bare or ineffectively coated trans-
mission lines.

(2) Bare or coated pipes at com-
pressor, regulator, and measuring sta-
tions.

(3) Bare or coated distribution lines.
The operator shall determine the areas
of active corrosion by electrical sur-
vey, or where electrical survey is im-
practical, by the study of corrosion and
leak history records, by leak detection
survey, or by other means.

(c) For the purpose of this subpart,
active corrosion means continuing cor-
rosion which, unless controlled, could
result in a condition that is detri-
mental to public safety.

[Amdt. 192–4, 36 FR 12302, June 30, 1971, as
amended by Amdt. 192–33, 43 FR 39390, Sept.
5, 1978]

§ 192.459 External corrosion control:
Examination of buried pipeline
when exposed.

Whenever an operator has knowledge
that any portion of a buried pipeline is
exposed, the exposed portion must be
examined for evidence of external cor-
rosion if the pipe is bare, or if the coat-
ing is deteriorated. If external corro-
sion is found, remedial action must be
taken to the extent required by § 192.483

and the applicable paragraphs of
§§ 192.485, 192.487, or 192.489.

§ 192.461 External corrosion control:
Protective coating.

(a) Each external protective coating,
whether conductive or insulating, ap-
plied for the purpose of external corro-
sion control must—

(1) Be applied on a properly prepared
surface;

(2) Have sufficient adhesion to the
metal surface to effectively resist
underfilm migration of moisture;

(3) Be sufficiently ductile to resist
cracking;

(4) Have sufficient strength to resist
damage due to handling and soil stress;
and

(5) Have properties compatible with
any supplemental cathodic protection.

(b) Each external protective coating
which is an electrically insulating type
must also have low moisture absorp-
tion and high electrical resistance.

(c) Each external protective coating
must be inspected just prior to low-
ering the pipe into the ditch and back-
filling, and any damage detrimental to
effective corrosion control must be re-
paired.

(d) Each external protective coating
must be protected from damage result-
ing from adverse ditch conditions or
damage from supporting blocks.

(e) If coated pipe is installed by bor-
ing, driving, or other similar method,
precautions must be taken to minimize
damage to the coating during installa-
tion.

§ 192.463 External corrosion control:
Cathodic protection.

(a) Each cathodic protection system
required by this subpart must provide a
level of cathodic protection that com-
plies with one or more of the applicable
criteria contained in appendix D of this
part. If none of these criteria is appli-
cable, the cathodic protection system
must provide a level of cathodic pro-
tection at least equal to that provided
by compliance with one or more of
these criteria.

(b) If amphoteric metals are included
in a buried or submerged pipeline con-
taining a metal of different anodic po-
tential—
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